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((C'E' G.ELi§iM® Parca Listesi / Part List CLASS 150-300-600

Standart Malzeme Tanimlama / Standard Material Specification

Karbon Gelikleri Alasimh Gelikler Paslanmaz Celikler
2:;;7" :;lo Parca Adi / Part Name Carbon Steel Alloy Steel Stainless Steel
A216 WCB A352LCB | A217 WC6 | A217C5  A351 CF8 A351 CF8M
1 Govde / Body A216 WCB | A352 LCB | A217 WC6 | A217 C5 A351 CF8 |A351 CF8M
2 Disk / Disc A216 WCB(1) A352 LCB | A217 WC6 = A217 C5 A351 CF8 |A351 CF8M
3 Disk Sit Ylzeyi / Disc Seat Face (2) Trim malzeme tablosundan bakiniz / See trim material table
4 Govde Ringi / Body Ring 2"-6"CA15, 8"ve Ustli A105 A182 F11 | A182F5 |A182 F304 A182 F316
2"-6"CA15, 8"and above A105
5 Gévde Ringi Sit Yiizeyi / Body Ring Seat Face (2) Trim malzeme tablosundan bakiniz / See trim material table
6 Kol / Hinge A216 WCB A352 LCB ‘ A217 WC6 | A217 C5 ‘ A351 CF8 ‘A351 CF8M
7 Disk Pulu / Disc Washer AISI 316
8  Disk Somunu / Disc Nut A194 2H \ A194 8M \ A182 F304 \A182 F316
9 Kopilya / Catter Pin AISI 316
10 | Mil/ Stem 13 Cr A182 F304 |A182 F316
1 Kértapa / Plug A105 A182 F304 ‘ A182 F316
12 | Conta/ Gasket CORRUGATED - SWG AISI 304 or 316
13 Kapak / Bonnet A515 A182 F304 \ A182 F316
14 Kapak Saplamasi / Bonnet Stud Bolt A193 B7 A193 B16 A193 BS
15 Kapak Saplama Somunu / Bonnet Stud Nut A194 2H A194 8M A194 8
16 (8) Mapa / Eyebolt Celik / Steel
17 | Etiket / Name Plate Altminyum / Aluminium
(1) 27-4” CA15, 6” ve Ustlil WCB / 27-4” CA15, 6” and above WCB
(2) Segilen trim malzemesinin korozyona dayanimi gdvde malzemesinin korozyon dayanimindan diistik olamaz.
The corrosion resistance of the trim material shall not be less then the corrosion resistance of the body material.
(8) 6” ve yukarisiicin / For 6” and above
Trim Malzeme Tablosu / Trim Material Table
Trim Numarasi Disk Yizeyi Sitring Ylzeyi
Trim Number Disc Sealing Surface Seat ring Surface Mil /Stem
1 13 Cr 13 Cr 13 Cr
2 18Cr-8Ni 18Cr-8Ni A182-F304
4 Hard 13 Cr Hard 13 Cr 13 Cr
5 Stellite Stellite 13 Cr
8 13 Cr Stellite 13 Cr
10 18Cr-8Ni 18Cr-8Ni A182-F316
12 18Cr-8N Stellite A182-F316
13 Alloy 20 Alloy 20 Alloy 20
16 Stellite Stellite A182-F316
- Bronze Bronze Bronze
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& UM TV Gen ONOURMER GE) VALFLER | HECK VALVES —

CLASS 150 - CLASS 300

Flangli Baglantil / Flanged Ends (FLGD) : ASME B16.5
Boyutlar / Dimensions : ASME B16.10

a
a
Q Dizayn / Design : APl 6D - BS 1868
Q Galisma Sartlari / Rating :CLASS 150 : ASME B16.34 (19.6 bar, 38°C)
CLASS 300 : ASME B16.34 (51.1 bar, 38°C)
Hidrostatik Test / Hydrostatic Test : APl 598
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Yukseltilmis Ylzeyli / Raised Face (RF)

Civatall Kapakli / Bolted Bonnet (BB)
Ylzer Tip / Swing Type
Tam Gegisli / Full Bore
Degisebilir Sitringli / Renewable Seat Rings
Kaynakli (integral) sitli / Welded seat rings
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Boyutlar / Dimensions (mm)

CLASS 150  Figiir / Figure G30
DN INCH oD b 29 ok n ol L H K
50 2” 150 16 92 120.7 4 19 203 145 18
65 21/2” 180 17.5 105 139.7 4 19 216 180 25
80 3” 190 19 127 152.4 4 19 241 196 30
100 4’ 230 24 157 190.5 8 19 292 215 51
125 5” 255 24 185.7 216 8 22 330 240 55
150 6” 280 25.5 216 241.3 8 22 356 260 80
200 8” 345 28.5 270 298.5 8 22 495 325 140
250 10” 405 30.2 324 362 12 25.5 622 360 260
300 12”7 485 32 381 431.8 12 25.5 698.5 375 340
350 14” 535 35 413 476.3 12 28.5 787 425 445
400 16” 595 36.5 470 539.8 16 28.5 864 475 570
450 18” 635 40 58815 577.9 16 32 978 530 -
500 20” 700 43 584 635 20 32 978 600 950
600 247 815 48 692 749.3 20 35 1295 670 =
GCLASS 300 Figiir / Figure G32
DN INCH oD b 29 ok n ol L H K
50 2” 165 225 92 127 8 19 267 170 24
65 21/2” 190 254 105 149.2 8 22 292 195 29
80 3” 210 28.5 127 168.3 8 22 318 215 45
100 4”7 255 32 157 200 8 22 356 225 67
125 5” 280 35 185.7 235 8 22 400 250 -
150 6” 320 36.5 216 269.9 12 22 445 270 128
200 8” 380 41.3 270 330.2 12 25.5 533 330 215
250 10” 445 48 324 387.4 16 28.5 622 335 280
300 12”7 520 51 381 450.8 16 32 711 480 360
350 14” 585 54 413 514.4 20 32 838 490 600
400 16” 650 57 470 571.5 20 35 864 520 815
450 18” 710 60.5 58815 628.6 24 35 978 570 1095
500 20” 775 63.5 584 685.8 24 35 1016 610 1200
600 24 915 69.8 692 812.8 24 4 1346 720 2100
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CLASS 600

0 Flansli Baglantili / Flanged Ends (FLGD) : ASME B16.5
0 Boyutlar / Dimensions : ASME B16.10

0 Dizayn / Design : APl 6D - BS1868

0 Calisma Sartlan / Ratign : ASME B16.34 (102.1 bar, 38°C)
U Hidrostatik Test / Hydrostatic Test: API 598

O Yukseltilmis Yuzeyli / Raised Face (RF)

0 Civatal Kapakli / Bolted Bonnet (BB)

Q Yuzer Tip / Swing Type

0 Tam Gegisli / Full Bore

0 Degisebilir Sitringli / Renewable Seat Rings

0 Kaynakli (integral) sitli / Welded seat rings
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Boyutlar / Dimensions (mm)

Figiir / Figure G33

DN INCH oD b 29 ok n ol L H Kg
50 2” 165 25.4 92 127 8 19 292 190 30
65 21/2” 190 28.5 105 149.2 8 22 330 225 38
80 3” 210 32 127 168.3 8 22 356 245 58

100 4” 275 38 157 215.9 8 255 432 300 105

150 6” 355 47.8 216 292.1 12 28.5 559 400 195

200 8” 420 55.6 270 349.2 12 32 660 425 380

250 10” 510 63.5 324 431.8 16 35 787 480 562

300 12” 560 66.5 381 489 20 35 838 510 760

350 14” 605 70 413 527 20 38 889 530 980

400 16” 685 76.2 470 603.2 20 4 991 650 1190

450 18” 745 82.6 533.5 654 20 44.5 1092 750 -

500 20” 815 89 584 723.9 24 44.5 1194 820 -

600 24” 940 102 692 838.2 24 51 1397 850 -
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(@‘ GELI §| \'; [ LiFT Tip GERi DONDURMEZ (GEK) VALFLER / LIFT Type CHECK VALVES
CLASS 150 - 300 - 600

Q Flangh Baglantil / Flanged Ends (FLGD) : ASME B16.5

U Boyutlar / Dimensions : ASME B16.10

U Dizayn / Design : BS 1873

U Hidrostatik Test / Hydrostatic Test : APl 598

0 Galisma Sartlari / Rating : CLASS 150: ASME B16.34 (19.6 bar, 38°C)
CLASS 300: ASME B16.34 (51.1 bar, 38°C)
CLASS 600: ASME B16.34 (102.1 bar, 38°C)

0 Yikseltilmis Ylzeyli / Raised Face (RF)

0 Civatali Kapakli / Bolted Bonnet (BB)

0 Konik Diskli / Conical Disc

a Degisebilir Sitringli / Renewable Seat Rings

Boyutlar / Dimensions (mm)

CLASS 150 Figiir / Figure G30L

DN INCH | @D b 99 Ok ol L H Kg
50 2” | 150 | 16 92 120.7 19 203 145 20
65| 21/2” 180 | 17.5 | 105 139.7 19 216 165 28
80 3” | 190 | 19 127 152.4 19 241 185 35

100 4” | 230 | 24 157 190.5 19 292 210 54

125 57 | 2565 | 24 185.7 | 216 3565.6 | 225 70

150 6” 280 | 25,5 | 216 241.3 22 406.4 | 245 78

200 8” | 345 285 | 270 298.5 22 495 280 140

250 10” | 405 | 30.2 | 324 362 25.5 | 622 335 220

300 12” | 485 | 32 381 431.8 26,5 | 698.5 370 330
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[ i i , Ai/ /{\/‘ Boyutlar / Dimensions (mm)

4 % e CLASS 300 Figiir / Figure G32L

= | B2
RO | = ) DN INCH| @D b g Ok n ol L H | Kg
g 1 =N 4 50 27 | 165 | 225 | 92 127 819 |267 155 | 25
] 2 1t 65 21/2” | 190 @ 254 105 | 1492 8 | 22 292 (175 | 30
| kg 80 3" 210 285 127 | 1683 8 22 | 3175 200 | 50
' 2 100 47| 255 | 32 | 157 | 200 8 | 22 |3556 235 | 70
— vl =z g;@’% 125 57| 280 | 35 | 185.7 | 235 8 | 22 400 |255 -
3 150 6” | 320 365 216 | 269.9 12 | 22 | 4445 280 | 138
' 200 8" | 380 413 270 | 3302 12 255 559 | 330 | 210
\ . ] 250 107 | 445 | 48 | 324 | 387.4 16 285 622 370 | 450
| ] v 300 12” 520 |51 381 | 4508 16 32 711 | 410 -
NS e

Boyutlar / Dimensions (mm)

CLASS 150 - CLASS 300 ”
GLASS 600 Figiir / Figure G33L
@ @ @' DN INCH | @D b dg ok n ol L H Kg
50 2” 165 25.4 92 127 19 292 185 30

8

65| 21/2” | 190 | 285 | 105 | 1492 | 8 |22 330 |200 | 40

80 37| 210 | 32 127 | 1683 | 8 | 22 |3556 | 230 | 58

b b . et 100 4| 275 |38 | 157 |2159 | 8 | 255 |432 | 280 | 100
< > 125 57 | 330 | 445 | 1857 | 266.7 | 8 | 285 508 | 310 -
CLASS 600 150 6” | 355 | 47.8 | 216 | 2921 | 12 | 285 |559 | 340 | 195
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PN10 - PN16 - PN25 - PN40

QFlangh Baglantili / Flanged Ends (FLGD) : BS EN 1092-1, ISO 7005-1

Q Boyutlar / Dimensions : DIN 3202-F6, DIN EN 558-1

a Calisma Sartlar / Rating : DIN 2401 PN 10: (10 bar, 38°C)
PN 16: (16 bar, 38°C)
PN 25: (25 bar, 38°C)
PN 40: (40 bar, 38°C)

0 Hidrostatik Test / Hydrostatic Test : ISO 5208 - EN 3230

a Ylkseltilmis Yuzeyli / Raised Face (RF)

0 Civatal Kapakh / Bolted Bonnet (BB)

aYuzer Tip / Swing Type

0 Degisebilir Sitringli / Renewable Seat Rings

Boyutlar / Dimensions (mm)

PN10 Figiir / Figure G30D-PN10

DN INCH | oD b og ok n ol L H Kg
50 2” | 165 18 102 125 4 18 200 145 20
65 | 21/2” | 185 18 122 145 4 18 240 180 27
80 3” | 200 20 138 160 8 18 260 196 32

100 4” | 220 20 158 180 8 18 300 215 54

125 5” | 250 22 188 210 8 18 350 240 58

150 6” | 285 22 212 240 8 22 400 260 84

200 8” | 340 24 268 295 8 22 500 @ 325 146

Boyutlar / Dimensions (mm)

PN16 Figiir / Figure G30D-PN16

DN INC @D b [ ]e] ok n ol L H Kg

50 2” | 165 18 102 125 4 18 200 145 20

65 | 21/2” | 185 18 122 145 4 18 240 180 27

80 3” | 200 20 138 160 8 18 260 196 32

100 4” | 220 | 20 158 180 8 18 300 215 54

125 5”7 | 250 22 188 210 8 18 350 240 58

150 6” | 285 22 212 240 8 22 400 260 84

T 200 8” | 340 24 268 295 12 22 500 325 | 146
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V L PN25  Figiir / Figure G32D-PN25
= PN40 Figiir / Figure G32D-PN40
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Boyutlar / Dimensions (mm)

2

> L DN INCH oD b [-1s] Ok n ol L H Kg
50 2” | 165 | 20 102 125 4 18 200 145 23

65 | 21/2” | 185 | 22 122 145 8 18 240 180 30

80 3’| 200 | 24 138 160 8 18 260 196 37

100 4” | 235 | 24 162 190 8 22 300 215 62

125 57 270 | 26 188 220 8 26 350 240 67

150 6” | 300 | 28 218 250 8 26 400 260 96
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GV 08-02 Date 05-2015

TURK STANDARDLARI ENSTITUSO

TURK STANDARDLARINA UYGUNLUK BELGESI :

TURKISH STANDARDS INSTITUTION LOYDU
e (CERTIFICATE OF mumim STANDARDS i ol esl

i vy ——— BELGE
TS <G5> rew CERTIFICATE
g B | Cormfiamte e 3211 TLRE. 1300 1081
P | g re——

GELIPIM VALF VE MAKSNA SANAY] TICARET LTD. 5T,

s i

Fire test om Chack Vatven
KALITE sis T
QUALITY SYSTEN
M

Certificate of Authority to use the Official API Monogram

Liconse Number:6D-1168 ’

The Arencan Prtsskears intute feety a0 W

GELISIM VALF VE MAKINA
Moscid Mah. Ataturk Cad. Birmes Sanayi Sitesi D-3 Blok

Istanbul
Torkey
American R A
Petroleum o
Institute e
, sl Valves, Cheet Visves
QM5 Exchusaons: Mo Eschasons identifed s Appicable
Amarcan Peovieun mitue
Effoctive Dato: FEBRUARY 2, 2012 4
Expiration Date: FEBRUARY 2, 2015 &/
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VALF ve MAKINA SAN. TiC. LTD. STi.

Mescit Mahallesi Demokrasi Cad. Birmes Sanayi Sitesi D.3 Blok
ORHANLI / TUZLA / ISTANBUL / TURKEY

Tel: +90 216 - 394 08 01 - 394 08 02 - 394 05 80 - 394 05 81
Fax: +90 216 - 394 08 42

www.gelisimvana.com e-mail : bilgi@gelisimvana.com

OZEL VALFLER
SPECIAL VALVES

Conduit Gate valf Kaynak Uclu Globe Valf
Conduit Gate Valve Welding end Globe Valve

Cift Kureli Vantuz (Hava valfi)
Doublde ball (Air Valve)

5
|

Yiizer Tip Check Valfi Tek Kureli Vantuz
Wafer Type Check Valve (Hava valfi)
Single ball (Air Valve)

Yay Baskili Emniyet Valfi Dikey Check valf
Spring Loaded Safety Valve Vertical and
Lift Check Valve

TURKAK|
@/ <::> V| A%
150 9001 “<==.
ISO 9001 TS EN 13942 N N

KOSGEB

11 www.kosgeb.gov.tr
C € @ TUV Baski Tarihi: 20 Mayis 2015

AUSTRIA

1785 ISO 10407

Baski Yeri: Sabanci Tasarim
(Ali Sabanci)

NACE MR0175

Bu brosiiriin yayin hakki, GELISIM valf'e aittir.
Brosdrin higbir bolima degistirilemez, alinti yapilamaz.
GELISIM valf’in izini olmadan brosiiriin hig bir bslimt mekanik,
elektronik, fotokopi vb. yollarla kopya edilemez, kullanlamaz.




